
All illustrations and specifications contained in this folder are based on the latest information available at the time of printing.
HOSPITEX DIAGNOSTICS reserves the right to make changes to materials, equipment and models, and to discontinue models at any time without notice.  

Via Provinciale Lucchese 145
50019 Sesto Fiorentino 
FIRENZE - ITALYUNI EN ISO 9001

Tel. +39.055.37.40.83
Fax +39.055.37.40.84
e-mail: hospitex@hospitex.it

                            http://www.hospitex.com

H HOSPITEX
DIAGNOSTICS

LI
Q

U
ID

 B
A

SE
D

 C
Y

T
O

LO
G

Y

 

CYTO-fast CENTRIFUGE 

CYTO-fast CENTRIFUGE realizes the cells deposi-
tion onto the slide. The result is a monolayer spot of 
17 mm of diameter, containing a determined 
number of cellular elements (about 100.000), easier, 
faster and safer to be screened if compared with 
conventional smear. 
All kinds of cells collected are found on the slide: the 
informative background material is preserved. As 
centrifugation is a low-impact process for cells, they 
maintain their physiological morphology and archi-
tecture on the slide. The specifically designed bascu-
lating platform allows  a soft deposition of the cells 
onto the slide and their homogeneous distribution  
in all the spot area. CYTO-fast centrifuge allows 
centrifuging up to 6 samples at the same time. 
CYTO-fast system operative method foresees 
centrifugation of samples at 2000 rpm, for 10 minu-
tes.

CYTO-fast CENTRIFUGE is composed by following items:

UNI EN ISO 13485

XHT 1206 CYTO centrifuge ROTOFIX32A 
XHT 1626 Cytorotor 
XHT 1660 Cyto chambers holder (6pcs needed) 
XHT 1662 Cyto monolayer support (12 pcs needed) 
XHT 1666 Cytology chamber 8 ml
XHT 1667 Cytology triple chamber 3x2 ml
XHT Cytology chamber plastic cover (optional-6 pcs needed)

TECHNICAL SPECIFICATIONS

• Overall dimensions: 368 (width) x 437 (depth) x 261 (height) mm.
• Positions: 6.
• Weight: 15.6 Kg.
• Speed: adjustable.
• Time: adjustable.
• Max RPM: 6000.
• Power supply: 208-240/100-127 V; 50-60 Hz.
• Temperature: 5 °C to 40 °C.
• Maximum relative humidity: 80% for temperatures up to 31 °C decreasing linearly to 50% relative 

humidity at 40 °C.


