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CYTO-fast MULTIMIXER SHAKER

CYTO-fast MULTIMIXER shaker allows 
the CYTO-fast vials shaking, in which the 
head of the sampling brush, containing 
cellular material, is inserted. The shaking 
phase is foreseen for gynaecological 
samples preparation, in which the most 
part of the cellular material is collected in 
the brush filaments. Upon receipt in the 
laboratory, each vial is inserted in the 
shaker, enabling the cells to be detached 
form the brush and homogenizing cervi-
cal samples.

CYTO-fast MULTIMIXER shaker allows 
shaking up to 24 vials at the same time.

CYTO-fast MULTIMIXER shaker is composed by following items:

LICY0001 CYTO-fast multimixer
LICY0002 24 vials tray 

LICY0003 cover for 24 vials tray
LICY0000 platform stabilizer

TECHNICAL SPECIFICATIONS

• Overall dimensions: 310 (width) x 275 (depth) x 265 (height) mm.
• Positions: 24.
• Max weight working load: 5 Kg.
• Weight: 25 Kg.
• Speed: adjustable.
• Time: adjustable, up to 60 mins.
• Power supply: 220 V - 50 Hz.
• Temperature 5 °C to 40 °C.
• Maximum relative humidity 80% for temperatures up to 31 °C decreasing linearly to 50% relative  
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humidity at 40°C.


